
Options within EN 812: -30ºC (Low temperature performance)

Proban Material: Approved to EN 533:1997 INDEX 3, EN 531:1995 PARA 6.2.2 & EN 470 
PART 1:1995 PARA 6.1. after 50 standard washes (EN ISO 10528). 
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Shell Material: ABS (Acrylonitrile-Butadiene-Styrene)

Cap Cover Material: Brushed Cotton (High Visibility Colours = Polyester)

S28P - Proban (Flame retardant properties)

Central Pad: Fabric covered EVA foam pad

Sweatband: Foam

Colours: Red (R), Green (G), Black (K), Grey (E), Royal Blue (RB), Navy Blue (NB), 

High Visibility Orange (HVO), High Visibility Yellow (HVY)

Proban: Navy Blue (NB),  Mini Peak: Black (K), Navy Blue (NB)

Peak: Reduced (Length 5cm), Mini (Length 3cm) 

Size: 54-59cm

Ventilation: Large ventilation mesh side panels.  Proban: None

Adjustment Method: Velcro strap with tuck-in strap eyelet

Weight: 155g

Corporate Badging: Front: 100 x 65mm via Embroidery or Transfer Printing

Packaging: 20 per colour, box size 40.5 x 57.5 x 38.5cm, box weight 4.4kg

Code: S28*, Mini Peak: S28*RP, Proban: S28P*

*Insert Colour code of Bump Cap (ie.NB for Navy Blue)

Cap Cover: Wash at 30ºC, Do not Bleach, Iron, Tumble Dry or Dry Clean

Cap Liner: To clean the inner shell wipe with a clean cloth and warm water

Storage: 
- Can be stored and transported in their original cartons at ambient temperature (0ºC to + 30ºC)
- May be stored in the dark for up to 5 years
- Do not store in direct/high heat or sunlight as this may distort the product

Lifetime:
- Has an in-use life of up to 5 years
- Excessive wear and tear can considerably reduce the lifespan of the product

Standard - EN 812:1997+A1:2001

The CoolCap Baseball Bump Cap protects against minor 
bumps and scrapes to the head whilst also doubling as a 
fashionable, comfortable piece of workwear.

CoolCap Baseball Bump Cap

Centurion Safety Products Ltd, Howlett Way, Thetford, Norfolk, IP24 1HZ, England.
Tel: +44 (0) 1842 754266  Fax: + 44 (0) 1842 765590, www.centurionsafety.co.uk, email- sales@centurionsafety.co.uk
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